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Generic Cartridge Circulator, 
Inexpensive Hydronic type.
Grundfos 26-64 or better.
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Air vent Tree 

Boiler
 (front)

Dungeon Floor.

System  Dry Return, East (1 1/4”)

Eductor, Lateral
(side) suction 2” or 1-1/2” Tee

Vents

2” extension or eccentric
reducer to 1-1/2”
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2”
1-1/2” optional instead of 2” cuz it’s cheaper
1”
3/4”

Reverse Hartford connection exhausting condensate into boiler return

90, 2” or 2” to 1-1/2” reducing 

Dirt leg, capped
2x2x1 or 1-1/2 x 1-1/2 x 1 existing 2” return from east zone

2” Tee

all close coupled
2x2x1 

Bell reduce 2” to 1”

Bell reduce 1” to 
3/4” close to flange
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     Palmer Empire, Building #16600, Steam Heating System:
       Standard Two-Pipe Upgrade to Vapor Vacuum Return

Suitable for framing!

T.D.T. Efficient Steam  ©2013, 2014

Drain valves should be installed on these lines, because. . . Gunk.

Pump used: GRUNDFOS UP-26-64F, 1/12TH  HP, flanged,  SKU  52722330

Full port ball valves for  pump isolation/service


