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No components allowed in crosshatched--area.
Components mounted on both sides of PC board: 0.5/0.75" max height of components
mounted to non-metallized/metallized side of PCB with respect to mounting surface.
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R RAV . BOARD MATERIAL: CEM-1, COPPER 1oz. 0.062".
Cl 2. SILKSCREEN TO INCLUDE ELECTRICAL
A - COMPONENT OUTLINES, OUTPUT DESIGNATIONS,
0.47uF L] AND CROSSOVER PART NUMBER.
¥ ) TWEETER 3. ALL OUTPUT WIRES ARE STRANDED 18 AWG,
= LENGTH TOLERNACE #0.25".
B isch | | + 4. ALL FASTONS ARE TINNED BRASS FEMALE
o2 TO ACCEPT .020 LUG.
@ . 5. ALL DIMENSIONS ARE IN INCHES, UNLESS
OTHERWISE NOTED.,
125uF 0 TrmH hﬁv 6. ALL COMPONENTS TESTED AT 1kHz
_ : UNLESS OTHERWISE SPECIFIED.
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COMPONENTS: y - =
(— C1 2.7uF, £5%, 50V, DF<5%. NPE /
C2 0.47uF. %5%. 100V. DF< 1%, FILM P .180 THRU 2 PL
C3 125uF, +10%, 50V. DF<5%, NPE o o
C4 16.5uF, *10%., 50V,ADF<10%, NPE A\
Rl 2.5 ohm, +5% SW
U_R2 2.5 ohm, *5% 5W
LI O.7mH, 5% 24 A DCR0.45 ohm, 41x6x7mm lam steel. no bobbin. JAN (7 1998
%. Red wire 7" long, . 187 faston. :
@ . Black wire 77 long. .110 faston. li.
. Yellow wire 8" long, .110 faston. :l.c
Blue wire 8" long, .110 faston. COMPONENT VIEW
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