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f. Black 5 Way Binding Post - BP-3HN s > 180 - i
2. Red 5 Way Binding Post - BP=3HN .
3. 18Ga Stranded Red - 4 F10 et e ) 20— & 145
4. 18Ca Stranded Red - 4° & 4 Pl
5. 18Ga Stranded Black - 4°
6. 18Ga Stranded Black - 4~ I M
7. Small Faston . 110 Female 1 N
8. Large Faston .205 Female - 3 Pls e m
Ci: Capacitor - 5.8uF £10%., 50V.5% DF bt &
Electrolytic, non-polar & 51 |
L1: Coil - 0.14 mH, 5%, 22 AWG, Air Core, Component I =
DCR 0.320hm #5% Side View ; ”
L2: Coll - 0.3 mH, 5%, DCR O.lohm #5%. - PHIRd
18 AWG, laminated steel core,
41mm x Bmm x 7mm TW+ @N
R1: Resistor - 2.5 OHM , 10%, 5W o 9 DR | b _
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Notes . < o
(1) Denotes CRITICAL dimension. % .=
@). No components higher than .5° allowed in crosshatched areas. £ W Sm
3. Board Material: CEM-1, 1 oz copper. = ok Tl OF
4. Silkscreen to include electrical component outlines, Input and g v Sk Z| <
output designations, Polk Audio, Inc. logo, and crossover # cDﬁ Of x| S
model number. _F MMA]
5. All dimensions are in inches, unless otherwise noted. OB 2E




