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1. Black 5 Way Binding Post - BP-3HG o 2 590 - { g
2. Red 5 Way Binding Post - BP-3HG e “
3. 18Ga Stranded Red - 4 280 o o @ * D
4. 18Ga Stranded Black - 4" “
SO. 18Ga Stranded Black - 4°
6. 18Ga Stranded Red - 6 __ _
f. 18Ga Stranded Black - 6° ]
8. 18Ga Stranded Red - 4° 2
9. Small Faston .110 Female &

10. Large Faston .205 Female - 5 Pls 3 _

C1: Capacitor = 4.7uF +10%, 50V, 5% DF Component m
Electrolytic., non-polar Side View

L1: Coil - 0.25 mH, 5%, 22 AWG, Air Core
DCR 0,450hm 5% DR2-

LZ: Coil -~ 0.2 mH, 5%, DCR 0.0T7ohrm +5% TW+ _
18 AWG, laminated steel core, o 2 DR {4
41mm X 6mm x 7Tmm 1 @B Component DR 1 -

L3: Coll = 4.1 mH, 5%, DCR 0.450hm 5%, < s Area % ;
18 AWG, laminated steel core, TWH & Tk — 2
S7Tmm x 9.5mm x 10mm @ DR2+ & m
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