
Water Tank

300W
MPP 36.55V
MPP 8.2A
OCV 44.96
SCC 8.77A

Helio 7T2 300 panel

Dankoff 1408 Pump
12.3 A, 24V

30A Breaker

Dry Run
Switch

MAINS

AC 110v

Switch

Mounting Box

Charger / 
Converter 

(CC)

AC on/off
Switch

White wire

(+)(-)

Water-tight seals.
Double heat shrink.

In air-tight pipe

8 inches

Grounding Rod Array

(-)

(+)

All exterior wires to be
 in appropriate conduit tubing 

(+)

Black Negative (neutral) wire
Red Positive (live) wire

40A Breaker

4-way Perko 
or Blue Sea

Battery Selector

Breakers

Square D QO series 48VDC breakers
- Need mounting on metal backing.
or use Square D QOU series 48VDC
- Come in a box, mount onto a DIN rail

(-)

(+)

Green Ground wire
Water-tight seals (wire joins) will be
inside sealed PVC pipe going into tank

Enlargement

Future LCB
Allow 5.4x4.5in

To power source

To dry run switch

15A Breaker
(-)
(+)

PV

CC & PV

OFF

CC

Perko or Blue Sea Systems
Battery switch selector
4-way (Off / 1 / 2 / 1&2)
Perko model 8501 or 8511
BS model 6007


