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Scheinder Xantrex XW6048 Dual Inverter System Kit
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240v 8 PV Panels 310W 8 PV Panels 310W
Laptop Connect 40v,10a 40v,10a
to the internet
=1+ Generator Home 12 AWG
1 Modk SOTEEE Lcres Breaker Panel 12 AWG
I Set up Only Rated maximum continuous power capacity (LP) 20,000 Watts* 12 AWG
I Rated maximum continuous power capacity (NG) 18,000 Watts*
1 / / Rated maximum continuous load current - 240 volts (LP/NG) 83.3/75.0
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ELECTRI CAL LI N ES Copper Stranded Wire we’re thinking of using a 24"’ to 36"’ Busbars just above the battery bank. We want to keep our 2/0 32to 113 F
battery cables short and tidy coming of the batteries. Hoping to get them under 2 foot or under in 5 1 2 VdC 1 Ooa
Direct Current 12104 A length. All six batteries will be in strung in parallel and will have a charging and discharge Amperage of a - !/ 6 battery Parallel connection:
_ r ’ Wg max 100 amps. The calculation is based on the 2/0 cable thickness and I’'m assuming of using two 32.4 kWh
Alternat|ng CU rrent _——— e . . 6 Awg busbars at 1’ to 1.5” wide. The battery terminal posts will be 3/8’” dia. so I'm thinking so will be the '
G to AC 6 Awg bolt connections on the busbar. 4 5 51.2 vdc
enerator 630 AH
Ground ------ssseeeeeaaaae ? Awg thickness 80% discharge
2/0 0.58 Continuous discharge 100A
COMMUCATION LINES | | | Charge Temperature
XanBUS Commucation — o — - ——— Soqélsn Busba(;’.gélzcls(ness Busb:r"zvgldth 32to 113 F
Inverter AC Sync 0.58 0.125 4.64
0.58 0.1875 3.093333333
Battery Temperture Sensor =================== 0.58 0.25 2.32
Rapid Shutoff Initiator Line 0.58 0.375 1.546666667
0.58 0.5 1.16

Rapid Shutoff Control Power Cable




