BIOS Update
Updating the BIOS

Perform the following to use the DOS Flash Utility:

1. Copy BIOS folder to USB storage then plug the USB storage to the system.

2. Press the power button to turn on the system.

3. Press Delete when the company logo is displayed on the screen to enter BIOS Setup Menu.
4

. Go to the Authentication page, select Secure Boot and press Enter. Select Disabled to disable Secure
Boot.

Securs Boot iDisabled]

“+: Select Screen
Tl/Click: Select Item
Enter/Dbl Click: Select
«/=: Change Opt.

F7: Load User-defined Defaults
F8: Save as User-def ined
F9: Optimized Default
(Hhen Access Level s
Administrator)

F10: Save 8 Exit
ESC/Right Click:

5. Go to the Exit page, select Save and Exit Setup and press Enter.

xit Setup

“: Select Screen
fti/Click: Select Item
Enter/Dbl Click: Select
«/=: Change Opt.

F7: Load User-detined Defaults
FB: Save as User-defined
F9: Dptimized Defaultls
(When Access Level s
Adminlistirator)

Fl10: Save 8 Exit
ESC/Right Click: Exit




Select Yes to Restart

Press the F12 hot key to enter Boot Menu, then select USB thumbdrive
Press Enter to boot system using USB thumbdrive

Enter BIOS folder

o . -

SeN>dir

Uolume in drive C has no label
Uolume Serial Number is AGE4-56AB
Directory of C:\

PB1-AB <DIR> 11-24-11 11:51a
B file(s) 8 bytes
1 dir(s) 7,638.19 MB free
;+N\>cd PB1-A8

. :\PB1-AB>

10. Enter “DOS” folder.
yeNPB1I-ABdir

Uolume in drive L has no label
Uolume Serial Number is ABE4-5GAB
Directory of C:\PB1-A8

<DIR
: <DIR
ROM <DIR
4IN <DIR>
APPEND I X <DIR
LN CUINK
UMl _ 1ULL Ui

11. Execute "BIOS_DOS bat" file.

ANPAL1-ABNDOS>dir

Volumne in drive C has no label
Uolune Serial Number i AGE4-56AB
Directory of C PA1-ABNDOS

{DIR> 11-24-11
<DIR> 11-24-11
\FUDOS EXE 281,856 A9-14-11
AFUDOS TXT 6.716 BZ2-17-11
iUS BOS BAT i3 11-24-11

y» 11ie\l J Lud ,0uD bytles

dir(s) 7.638.11 MB [ree

12. Process to flash BIOS (don't reset).

13. Press the power button to shut down the system
14. Press the power button to turn on the system.

The system will now execute the BIOS update process

15. Press Delete when the company logo is displayed on the screen to enter BIOS Setup Menu



16. Go to the Exit page, select Load Default Setting and press Enter. Select Yes to load default setting.

Load Default Settings

“¢: Select Screen
T4/Click: Select Item
Enter/Dbl Click: Select
+/=: Change O0pt.

F7: Load User-defined Defaults
FB8: Save as User-def ined
F9: Optimized Defaultls
(When Access Level s
Adminlistrator)

F10: Save 8 Exit
ESC/Right Click: Exit

17. Select Save and Exit Setup and press Enter.

Save 8 Exit Setup

“¢+: Select Screan
Ti/Click: Select Item
Enter/Dbl Click: Select
+/=: Change Opt.

F7: Load User-defined Default
FEB: Save as User-defined
F9: Optimized Defaults
(Hhen Access Level s
Administrator)

F10: Save 8 Exit
ESC/Right Click: Exit

18. Select Yes to Restart.




