Mp-Plotter Software Installation Procedure

1)Turn off the pc fire wall that the MP-plotter software will be installed. Qualify pc has full administrator rights,(during installation). Have the MP-plotter powered on ,connect a USB cable no longer than 5 meters, containing no repeater or amplifier. Do not connect the USB cable to the pc until instructed too during the software installation, “USB Driver Store will send drivers when connected”.
2)Copy the software program, ex 3.0.37 onto the desk top.
3) Make sure that the extension of the software file is .zip,rename if necessary.
4)Extract, unzip the data from the folder.
5) Driver Certificate Authorization: Select the procedure for Windows 8, Windows 8.1, Windows 10. Found on the Technical Library in the MP-plotter section. Note: for Windows 7, during boot-up, keep tapping the F8 key, pc will enter into a section of the BIOS where you can select Driver Certificate Enforcement Disable. Use the arrow key  to highlight,7th down on the list. Hit enter.
6)Install the software. Left click on the unzipped folder. Select UPDATE. If this is a new install select, “Install All”. Answer in the affirmative, to all statements. Answer the C++ as “Repair”. It is normal for several seconds to pass before the next selection appears. 
7) When the installation is complete the original screen will appear as when you selected “UPDATE”. 
8) If there is MP-plotter software on the pc, perform the same steps until you select, ”UPDATE” . Then select “UNINSTALL”, as you proceed from screen to next screen, which can take several seconds, after making a selection. Select uninstall of every choice presented on the screen. When the uninstall procedure is finished, the window will appear as when “UPDATE” was selected. Now install the software by selecting, “INSTALL ALL”, (see previous steps).
9) Note: After successful installation of software, three icons will be on the pc desk top, Server Manger, User Manger and Gerber Maintenance  Tools. 
[bookmark: _GoBack]10) Start Server Manger, than User Manger. You should see the ink cartridge icons, this signifies, there is communication with plotter. A statement under the icons will say ,”plotter connected”.  In User Manger on top, the second icon from right, “Activate Print from folder”, must have a “green checkmark” to have the plotter folder active to send markers to the User Manger queue. Send the “clean file” rectangular icon in User Manger to further qualify communication to plotter. Check that plotter is putting down ink as well.  Software installation is now complete.
      
