Communication Interface Module

Display Module R763090

Connections Module R763222

R763222

Connector: J1-COMM. PORT

Pin name input/output  Definition

N_PPM/RC5 1 IN PPMor RC5 from RCVDS TTL

TXD 2 IN Transmitdata from RCVDS TTL

RXD/SDA 3 OUT Receive data or 12C SDAto RCVDS TTL

++8V 4 OuUT Powersupply +9V -0 1 A max
GND 5 Ground

SCL 6 OUT 1I2C SCL to RCVDS TTL

RDY 7 IN Selection 12C or serial TTL

++24V 8 QUT Power supply +24V- 0.17A max.
GND 9 Ground

Connector: J2-RS232/422 IN

Pin name Pinn®  Input/output Definttion

DCD 1 OUT Data Carrier Detect RS232

RXD- 2 oUT Receive Data (inverted) RS422/232

TXD- 3 IN TransmitData (inverted) R8422/232

TXD+/DTR 4 IN Transmit Data (RS422) (RS232) RS422/232
{ Data Terminal Ready

GND 5 Ground

RXD+/DSR 6 OUT Receive data+ (R5422) RS5422/232
/ Data Set Ready (RS232)

RTS 7 IN Nofconnected

CTS 8 QUT ClearTo Send RS232

Rl e OUT Ring Indicator {+3V with power on) RS232

Connector: J3-R8232/422 QUT

Pin name Definition

RXD- 2 IN Receive Data (inverted) R$422/232

TXD- 3 OUT Transmit Data {inverted) RS422/232

TXD+DTR 4 OUT Transmit Data (RS422) RS422/232
/ Data Terminal Ready (RS232)

GND 5 Ground

RXD+/DSR 6 IN Receive data+(RS422) RS422/232
/ Data Set Ready (RS232)

NC 179 Not connected

Connector: J4-1R JACK

Pin name Input/output  Definition
N_RCS P1 IN RCS input(currentdriver)
INFO_JACK P2 IN Info on jack present 0/+8V
GND P4 Ground
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